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MULTIMETRO SMART DIGITAL-TRUE RMS
SMART DIGITAL-TRUE RMS MULTIMETER

KM025
RESISTENZA

RESISTANCE
IP67 

IMPERMEABILE
WATERPROOF

SPOT 
LED

DATI TECNICI 
TECHNICAL DATA

Tensione DC 
DC Voltage 400 V, 600 V

Tensione AC 
AC Voltage 400 V, 600 V

Blocco del valore 
Max hold

Autospegnimento 
Auto power off 15 min

Classe di funzionamento 
Measurement category

Protezione IP 
IP rating

Luce 
Light

Cat. IV 600V

IP67

Alimentazione 
Power supply

2 x AAA 
batterie non incluse
battery not included

NCV

Resistenza 
Resistance

Continuità 
Continuity

400Ω, 4KΩ,
40KΩ, 400KΩ

R < 50 Ω 

TRUE 
RMS

CARATTERISTICHE

Misura del vero valore
efficace di tensione (TRUE RMS)

Luce spot per illuminare la zona di lavoro
Selezione automatica delle funzioni 

VDC e VAC
Autoranging, selezione automatica 

della scala di misura 
Protetto da fusibile interno 

Data Hold
Autospegnimento dopo 15 minuti

ESEGUE LE SEGUENTI MISURE: 

Tensione (AC/DC) fino a 600V 
Resistenza 

Prova Continuità
con indicazione acustica

FEATURES

TRUE RMS
voltage measurement 
Spot light to illuminate the work area 
Automatic selection
of the DCV and ACV functions
Autoranging, automatic selection of the 
measuring scale 
Protected by internal fuse 
Data hold
Auto power-off after 15 minutes

MEASUREMENTS: 

Voltage (AC/DC) up to 600V 
Resistance 
Continuity test
with audible signal 

NCV


